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The ModulLight is an overhead lighting system 
specifically designed for body shops, as it defines 
the working area and is positioned over the ve-
hicle. It produces an excellent light beam on the 
vertical side of the car as well as the horizontal 
side. 

The ModulLight uses the Symach PowerLux light. 
One PowerLux light produces the same quantity 
of light as three conventional lights. This is be-
cause it uses a specific reflector, designed by 
Symach, that concentrates the light beam with 
a limited angle to cover only the vertical and the 
horizontal sides of the vehicle, without any dis-
persion of light in the warehouse. 

A unique feature of the PowerLux light is that it 
can produce light colored to 5200 Kl°, the clos-
est to sunlight, and it is perfect for pointing out 
defects during the painting process. PowerLux 
lights allow technicians to easily repair vehicles 
without missing any small defects. 

The ModulLight is a “plug and play system” that of-
fers light and an electric plant all in one. Every light 
is automatically connected with the next one. This 
drastically reduces the cost of electricity.

The ModulLight is also the frame that suspends 
the FlyDry robot. This luxury design is finished off 
with a front band covered in Symach’s CoverTop, 
ABS plastic panels available in eight different  
colors. 
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configuration

Plug and Play system

frame

The ModulLight using PowerLux can offer superior light per-
formance in intensity, reaching an average of 1300 – 1500 lux 
on the vehicle and also a color quality of 5200 Kl°, the light 
closest to the color of the sun.
The PowerLux has a new and exclusive reflector that focus-
es the light beam with an angle that covers the vehicle from 
the roof to the vertical bottom side without any dispersion. 
This new light reaches a quality and power superior to other 
lights on the market. 

The ModulLight is a modular system and every element 
of light is connected with a specific plug and cord. This 
system offers light and an electric plant all in one and the 
conventional light plant is not necessary.

The ModulLight frame is metal and is powder coated white. 
The frame is a modular system of 2 m or 6.6 ft long and 
40 cm or 16 “ in width.

The ModulLight is a modular system that outlines every size 
of work bay. There is a modular element with two lights that 
are parallel to each other and another modular element that 
has one light. 

frontal Band installation

The frontal band of the ModulLight consists of CoverTop pan-
els, made in ABS injected plastic mold, that can be opened 
and closed. This allows the installation of the electric plant 
or compressed air plant. 

The ModulLight modules are connected with a specific 
connector. They are suspended over the work bays and the 
installation is designed with chains coming down from the 
ceiling. 
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MEASURES AND DATA

Length 1200 mm 47.2 “

Width 120 mm 4.7 “

Height 120 mm 4.7 “

Weight 6 kg 13.2 lb

Structure aluminium

Treatment anodized

Color silver

Glass 4 mm 0.15 “

tempered polished glass

Reflector 0,5 mm 0.01 “

bright aluminium

Standard warranty 12 months

LIGHT SPECIFICATION

Installed power 0,054 kW 0.184 BTU

Supply voltage 0,054 kW

Frequency 50 / 60 Hz

Chromatic yield index 0,93 Ra

Light flow of lamp EL 35 °C 4.300 Lm

Color type daylight color

Color temperature 5.200 °K

Mean light density 600 Lux

Estimated life 24.000 hours

FRoM 
THE FLooR

120 cm
47 inch

100 cm
40 inch

60 cm
24 inch

Point 1 1440 1270 1410

Point 2 1600 1470 1560

Point 3 1300 1350 1330

Point 4 1150 1300 1410

Point 5 1250 1340 1350

Point 6 1160 1100 1300

Point 7 1270 1340 1350

Point 8 1480 1530 1550
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