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The Dust Vacuum Sanding System (DVS) is a 
sanding and vacuum unit for body filler dust and 
primer. The DVS machine is designed for two 
technicians working at the same time in two dif-
ferent workstations. 

The DVS has a 3 kW turbine, offering perfect 
suction at the maximum extension of 10 meters 
or 32.8 feet hose. It is equipped with automatic 
electric hose reels to reduce damage to the hose 
when not in use, and the hose doesn’t remain on 
the floor. 

The DVS can work with every brand of pneumatic 
and electric orbital sanders. The DVS has internal 
controls to work manually or automatically when 
connected to the orbital sanders. Due to the 
quality of the construction, technicians can work 
continuously without needing to stop. 

The DVS has a filter located inside the cabinet 
that can be easily inspected through the front 
door and allows for easy replacement of the bag 
during maintenance. The built-in electronics au-
tomatically control the turbine and the safety de-
vices and manage the operations of sanding and 
dust extraction. 
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The DVS has a 3 KW turbine that guarantees perfect dust ex-
traction for the two technicians working continuously, using 
a hose of 10 m or 32.8 ft. 

The DVS has:
	three kW turbine,
	two automatic electric hose reels of 10 m or 32.8 ft, and
	a dust bag of 5 kg or 11 lb.

The DVS has two automatic and electric hoses with the au-
tomatic storage in the basket inside the machine. Once the 
technician pushes a button, the hose automatically goes in 
and out. 

The turbine and orbital sander are controlled electronically 
using an automatic or manual setting. The electronics also 
manage all of the safety devices.  
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MEASURES AND DATA

External length 825 mm 32.4 “

External width 1470 mm 57.8 ”

External height 1200 mm 47.2 ”

Weight 250 kg 451 lb

Frame painted steel

Suction hoses 2

N° of supported operators 2

Length of suction hose 10,00 m 32.8 ft

Diameter of suction hose ø 29 mm ø 1.14 ”

Standard warranty 12 months

ExTRAcTION fAN

Voltage 400 V˜ - 230 V˜ (3 Ph)

Frequency 50 / 60 Hz

Power 3,0 W

Noisiness 68 dB

IP Protection 54

Dust capacity 15 l

Max presessure 27 KPA

Air flow rate 320 - 5.333 m3/h L/M

Filter area 40.000 cm2

Filter shaker automatic

Motor protection automatic

cONTROl bOx

Mode automatic and manual

Sanding device pneumatic / electrical

Wrapper hose electrical / automatic

vacuum technical Data

APPROVAl

Europe EU: CE
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